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CAN ATTACHMENT AND USE

Ø Wear appropriate safety glasses, gloves and protective
clothing. Consult MSDS for product safety information.
Shake can well prior to attaching the unit.

Ø Thread the black collar securely into the unit basket adapter
until snug.  Do not overtighten. It is important to align threads
properly to prevent the possibility of leakage around
misaligned threads. Recommended orientation of can is
upside down during attachment.

Ø With the unit aimed into appropriate receptacle (box, bag,
etc.), immediately pull the trigger to fill the barrel with
chemical. Any humidity remaining inside the dispensing unit
will be removed with the foam that is extruded..

Ø Adjust the extrusion rate as required with the regulating screw
and trigger.

Ø After any work interruptions, shake the dispensing unit with
the can attached before re-use. It is advisable to grip the can
with both hands.

CHANGING CANS

Ø Completely emptied containers must always be replaced
immediately by a new full can.

Ø Squeeze trigger when unscrewing an empty can, in order to
depressurize dispensing unit (point dispensing unit into
appropriate waste receptacle). This will help to prevent
backflow of material from the basket adapter, (If using the
“High Flow Basket Adapter” remember to close the ball valve
before unscrewing can).

Ø CLEAN THE BASKET ADAPTER COMPLETELY OF
ANY RESIDUAL MATERIAL BEFORE REPLACING
CAN.  Use solvent for thorough cleaning.  Use petroleum
jelly lubricant on the basket adapter to prevent over-
tightening.  This will help maintain the basket and unit in
proper working condition.  HINT: Holding the trigger open
during the entire can changing process will help to prevent
backflow of material from the basket adapter.

INSTRUCTIONS FOR CLEANING, STORAGE AND REPAIR

Ø When changing cans, always clean the basket adapter and other external parts thoroughly with cleaning agent. Use of petroleum jelly lubricant on the basket
adapter after cleaning will help to prevent over-tightening.

Ø The dispensing unit must always be stored with a pressurized can attached, unless the unit is thoroughly cleaned. (Note: Even after performing the dispensing
unit flushing procedure, some residual material may be left on internal parts. For this reason it is not recommended to store unit without a pressurized can
attached, unless unit is to be dismantled, with internal parts cleaned or replaced). Prior to storage, turn regulating screw completely clockwise using
screwdriver or coin.  Before starting any repairs or replacements, always bleed dispensing unit completely of any residual material and pressure.
Follow these cleaning instructions to clean internal parts.

Ø Holding the red spray activator aside, securely thread the cleaning agent can into the basket adapter of the unit. Do not overtighten.
Ø Dispense out any remaining material by carefully squeezing the trigger until cleaning agent starts to extrude from the unit. Leave the cleaning agent inside

the dispensing unit for 1-2 minutes to properly dissolve any remaining PU resin, then dispense into suitable container.
Ø Repeat this procedure at least two to three times, using ½ to one full can of cleaning agent. Always dispose of waste in accordance with applicable

regulations.
Ø When disassembling dispensing unit for cleaning or repair, always remove all cured foam and residue completely from all internal parts. This cleaning is best

done mechanically, but may be assisted by soaking parts overnight in solvent to soften cured foam (suggested solvents; methyl pyrrolidone, m-pyrol or
methylene chloride, available through local solvent supply source.)

SEE PAGE 3 OF THESE INSTRUCTIONS FOR REPLACEMENT KIT INFORMATION.

STEEL DISPENSING UNIT
OPERATING INSTRUCTION MANUAL

READ ALL INSTRUCTIONS AND SAFETY INFORMATION PRIOR TO USING ANY
PRODUCT OR DISPENSING SYSTEM.



Prior to use, shake for 1 minute.

Proceed to dispense material.

When the can is empty, remove the can by
turning counter clockwise.  A small amount of
foam will be present in the gun basket .

Screw the can into the gun basket, turning
clockwise.  Do not over tighten.

ALWAYS store the dispensing unit with the
can still attached.  When storing for short
periods of time, turn the gun safety knob
completely clockwise.

Pull back on the trigger to dispense material,
keeping the can in a vertical position.

To assure proper mixture and emptying of the
can, NEVER spray when the can is in a
horizontal or upside down position.

Make sure gun basket is clean.  Apply
petroleum jelly to inside of basket for easy can
replacement.  Place the can collar into the
gun basket.

After cleaning the gun basket with solvent,
apply petroleum jelly on the inside threads of
the basket.  This allows for easy can
replacement.

After removing the empty can, gun cleaner
should be used to remove leftover foam from
the basket.  Always clean the basket prior to
screwing on a new can. (For longer periods of
storage attach the cleaner to the basket and
thoroughly flush the interior of the gun.)

When reusing after short periods of storage,
simply shake the gun and can unit for 1
minute.

STEEL DISPENSING GUN INSTRUCTIONS
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Open the gun safety by turning the knob
counter clockwise.  This allows the trigger to
be pulled back, and the flow to be regulated.

 


